
www.jzus.zju.edu.cn; www.springer.com/journal/11582
E-mail: jzus_a@zju.edu.cn

Journal of Zhejiang University-SCIENCE A   

Mechanical degradation characterization in remolded moraine 
soils and microstructure evolution under freeze–thaw cycles

Tuo LU1,2,3,4, Yongbo TIE1,2*, Sai K. VANAPALLI4, Zhaoyu LI1,2

1Chinese Academy of Geological Sciences, Beijing 100037, China 
2Chengdu Center of China Geological Survey, Chengdu 610218, China 
3School of Engineering and Technology, China University of Geosciences, Beijing 100083, China 
4Department of Civil Engineering, University of Ottawa, Ottawa K1N 6N5, Canada

Abstract: Remolded moraine soils are highly susceptible to degradation caused by freeze–thaw (F-T) cycles, posing significant 
risks to the stability of slopes in hilly regions. This study investigates the mechanical degradation and microstructural changes 
induced by F-T cycles through a comprehensive experimental program, including F-T cycle tests, triaxial shear tests, unconfined 
compression tests, and micro-computed tomography (micro-CT) scanning of moraine soil from the southeast of the Xizang 
Autonomous Region, China. The results reveal three stages of mechanical parameter degradation: rapid decline, moderate reduction, 
and plateau. Cohesion, initial average elastic modulus, and strength decrease significantly under low confining pressure (40%–
50% reduction), while the decrease is less pronounced under higher pressures (10%–30%). Micro-CT scanning shows a clear 
evolution in the microstructure, with the porosity increasing from 14.25% to 18.69% and the pore-crack size rising from 69.83 
to 90.44 µm. These microstructural changes are identified as the primary mechanism behind macroscopic degradation. A new 
gray model was developed to predict mechanical parameter evolution, showing high accuracy for predicting the strength of 
moraine soils in later F-T cycles (e.g., 15th, 20th, and beyond). The new gray model provides valuable insights for the design of 
moraine slopes and infrastructure subjected to F-T conditions.
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1 Introduction 

With the advancement of key national strategies 
such as China’s Western Development, the Belt and 
Road Initiative, and the ongoing development of crit‐
ical railways and highways, addressing the challenges 
posed by frost damage in cold regions has become in‐
creasingly crucial (Li et al., 2022; Zeng et al., 2024). 
Freeze–thaw (F-T) cycles in high-altitude mountain‐
ous areas are a significant factor both with respect to 
engineering safety and soil erosion processes in mo‐
raine soils (Wu et al., 2010; Wang et al., 2025).

Moraine soils, formed by the deposition and trans‐
port of sediments by glaciers, are widely distributed in 

the Xizang Autonomous Region of China. These soils 
are primarily sandy or gravelly, with significant pro‐
portions of silt and clay content (Jiang et al., 2020; Li 
et al., 2022; Lu et al., 2025).

Over the past decades, numerous geohazards in‐
volving moraine soils that include landslides, glacial 
lake outburst floods, and glacial debris flows are partly 
attributed to the influence of repeated F-T cycles in 
various regions of the world, including Alaska, Green‐
land, northern Canada, Russia, and Xizang, China 
(Emmer et al., 2020; Rechberger et al., 2021; Allen 
et al., 2022; Wang et al., 2024). Most of these geohaz‐
ards arise due to the degradation of the mechanical 
properties of moraine soils and glacial tills (Cui et al., 
2013; Chen et al., 2019). In recent years, some re‐
searchers have focused on the mechanical behavior of 
remolded moraine soils. Some studies have shown that 
the shear strength of moraine soils significantly de‐
creases with increasing degree of saturation or water 
content (Winter, 2004; Han et al., 2016; Vanapalli and 
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Han, 2016; Zhou et al., 2019). Several studies have in‐
vestigated remolded moraine soils with a relative den‐
sity greater than 70%, which exhibit significantly higher 
shear strength (Jiang Y et al., 2024; Zeng et al., 2024). 
Some studies suggest that uniaxial compressive and 
triaxial shear strength decrease substantially with in‐
creasing F-T cycles, with cohesion showing an expo‐
nential decline (Chen et al., 2024; Fan et al., 2024; Jiang 
TT et al., 2024). Additionally, Li et al. (2025) conducted 
numerical simulations to assess mechanical damage in 
remolded moraine soils subjected to F-T cycles using 
the discrete element method (DEM). However, there 
is a lack of mathematical equations describing the deg‐
radation of mechanical parameters in remolded mo‐
raine soils under F-T cycles. Furthermore, the evolu‐
tion of the 3D pore-crack structure in moraine soils 
under F-T cycles was hardly revealed.

Several researchers in recent years have used X-ray 
computed tomography (CT), known for its nonde‐
structive nature and high resolution, to characterize the 
3D microstructural features of soils (Yu et al., 2024). 
Hence, X-ray CT can be a valuable tool for quantify‐
ing the development of pores and cracks during F-T cy‐
cles, offering new insights into the micromechanisms 
that drive strength deterioration in remolded moraine 
soils.

This study explores the mechanical deterioration 
of remolded moraine soils subjected to F-T cycles 
through triaxial shear tests (TSTs) and unconfined 
compression tests (UCTs). X-ray CT and deep learn‐
ing technology were employed to characterize the mi‐
crostructure and evolution of pore cracks during F-T 
cycles. Furthermore, a new gray model was developed 
to fit and predict the key mechanical strength param‐
eters of moraine soils (e.g., shear strength, cohesion, 
and initial average elastic modulus) under F-T cycles.

2 Materials and methods 

2.1 Investigation and sampling

This study site (longitude: 94.74557584°E, lati‐
tude: 29.48186613°N, World Geodetic System 1984 
(WGS-84)) is located along the lower Yarlung Tsangpo 
River in southeastern Xizang and is characterized by a 
monsoon maritime climate, with precipitation primarily 
concentrated in summer. It is characterized by marine-
type glaciers influenced by moist airflows from the 

Indian Ocean, which can be classified as a seasonally 
frozen terrain. Moraine soils and glacial tills are widely 
distributed in the southeastern Xizang, with a notable 
concentration extending from Bomi County to Milin 
City in Nyingchi City (Li et al., 2022).

Fig. 1 illustrates the details of the glacial and mo‐
raine surface survey, as well as some tests conducted in 
this study. Moraine soil was collected from Danniang 
Township, Milin City (at an altitude of 2970 m above 
sea level).

Figs. 1a and 1b show the sieve analysis equip‐
ment and the grain size distribution (GSD) results, re‐
spectively. The GSD reveals a composition of 10.35% 
fine grains (<0.075 mm), 51.87% sand (0.075–2 mm), 
and 37.78% gravel (2–60 mm). X-ray diffraction (XRD) 
was employed to identify the mineral components in 
the soil; the major minerals identified included quartz, 
plagioclase, hornblende, dolomite, calcite, and various 
clay minerals (Fig. 1b). Notably, quartz and plagioclase 

Fig. 1  Study area and sampling: (a) representative soil 
sample collection from a test pit of 1 m depth for performing 
various tests; (b) grain size analysis results and mineral 
composition; (c) January information of temperature in 
Milin City (http://data.cma.cn/)
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constitute significant proportions of this mineral 
assemblage, at approximately 28.90% and 37.66%, 
respectively.

The moraine soil in the study area is classified 
as unconsolidated and exhibits a loose structure. Due 
to the lack of cementation, collecting undisturbed field 
samples is challenging, as the soil crumbles easily with 
minimal disturbance. The similarity ratio method is 
often employed to prepare remolded samples, where 
the soil is remixed and compacted to match the engi‐
neering properties of undisturbed soils as closely as 
possible (Feng et al., 2008). To address this, in this 
study, a remolded sample approach is extended for 
preparing specimens with comparable characteristics 
to overcome the lack of natural cementation and en‐
sure consistency in sample structure for subsequent 
analysis.

2.2 F-T cycles and mechanical tests

Table 1 presents the basic physical properties of 
the moraine soils. The moisture content of in-situ mo‐
raine soils varies from 2.20% to 9.69%. The plastic 
and liquid limits are 15.1% and 21.6%, respectively. 
The dry density (ρd) is approximately 1.9–2.0 g/cm3. 
The specific gravity (Gs) is 2.66.

The initial moisture content of the remolded mo‐
raine soil specimens was controlled during specimen 
preparation (Fig. 2a). First, a predetermined mass of 
oven-dried particles was weighed (removing ≥10 mm 
particles because the maximum particle size should be 
smaller than 1/6–1/10 the diameter of the specimen, 
GB/T 50123-2019 (MOHURD and SAMR, 2019)), and 
the required amount of deionized water was calculated 
according to the target moisture content. Both the in-
situ gradation curve and the lab gradation curve after 
particle removal are shown in Fig. 1b. Deionized water 
was gradually sprayed onto the soil using a fine-mist 
sprayer while the soil was continuously mixed to pro‐
mote uniform water distribution. During this process, 
the wetted soil mass was repeatedly weighed to ensure 
that the target moisture content was achieved. After 
that, the compaction process was carried out in five 

equal layers, with each layer carefully placed and 
compacted to ensure uniform density distribution 
throughout the specimen height (cylindrical specimens: 
61.8 mm in diameter and 125.0 mm in height). The 
wetted specimen soil was sealed and stored for 24 h 
to allow moisture equilibration. In addition, specimens 
with a gravel fraction (>2 mm) less than 40% by 
mass were tested using a conventional triaxial or di‐
rect shear apparatus to measure mechanical properties 
(MOHURD and SAMR, 2019).

During the F-T cycle tests, each compacted spec‐
imen was tightly wrapped with plastic film and then 
placed in a small box and sealed. This combined seal‐
ing method was used to minimize moisture exchange 
between the specimen and the external environment. 
The specimens were weighed before and after F-T cy‐
cles to check possible moisture variation. The weigh‐
ing results indicated that moisture loss during F-T cy‐
cling was very limited. Therefore, no additional water 
was supplied during the F-T process, and the tests 
were conducted under sealed, relatively closed mois‐
ture conditions.

Over the past decades, January has been the cold‐
est month in this region’s winter conditions, character‐
ized by semiarid conditions with minimal precipita‐
tion and an average temperature of 0.9 ℃. The aver‐
age lowest temperature in January ranges from −2.3 
to −5.5 ℃ (Fig. 1c), while the average highest temper‐
ature ranges from 6.1 to 9.6 ℃. Nighttime durations 
generally exceed 12 h, while daytime durations are 
shorter. Consequently, the freezing temperature and 
duration were set at −6.0 ℃ and 13 h, respectively, in 

Table 1  Physical properties of remolded moraine soils

Gs

2.66

ρd 
(g/cm3)

1.9

e

0.4

ω0 
(%)

10

Filed grain size 
scale (mm)

0.001–60

Grain size scale 
in test (mm)

0.001–10

e: void ratio; ω0: moisture content in test

Fig. 2  F-T cycles and mechanical tests: (a) remolded 
specimen preparation; (b) F-T cycles; (c) UCT and TST
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this study. At this temperature, −6 ℃ is sufficient to 
freeze the pore water within moraine soils (Wei et al., 
2025). Subsequently, thawing was conducted at 10.0 ℃ 
for 11 h. This entire process was considered one F-T 
cycle (Fig. 2b). Several studies suggest that most deg‐
radation of mechanical properties occurs within the  
first 20 F-T cycles (Fan et al., 2024; Jiang TT et al., 
2024; Qiu et al., 2024). Hence, zero, two, five, 10, 
15, and 20 cycles were applied to the specimens in a 
temperature-controlled F-T device (error ±0.5 ℃).

As shown in Fig. 2c, the specimens’ mechanical 
properties were measured via UCTs (loading rate is 
1.0 mm/min; maximum axial force capacity is 7.5 kN) 
and conventional unconsolidated undrained (UU) TSTs 
(loading rate is 0.8 mm/min; maximum axial force 
capacity is 100 kN).

2.3 Micro-computed tomography scanning

For the micro-computed tomography (micro-CT) 
scanning tests, irregular sub-specimens (SS1, SS2, and 
SS3) were carefully selected from the central part of 
the corresponding large cylindrical specimens without 
F-T cycles (Fig. 3a1). SS3 was applied in the mercury 

intrusion porosimetry (MIP) test (Micro Active Auto‐
Pore V9600 device equipped with a large-volume dila‐
tometer (Micromeritics Instrument Corporation, USA)). 
The MIP results revealed the pore size distribution 
across a broader range, including the micropores, which 
were less well captured by micro-CT.

This selection strategy was adopted to reduce pos‐
sible boundary effects caused by specimen preparation 
and surface disturbance. The selected sub-specimens 
had no visible cracks or artificial damage caused by 
cutting or handling, and had comparable sizes suitable 
for micro-CT scanning. Therefore, although the micro-
CT specimens were irregular in shape, they were con‐
sidered representative of the internal microstructural 
characteristics of the corresponding F-T cycle speci‐
mens. To improve the comparability of the micro-CT 
results, all selected specimens were scanned under the 
same scanning parameters, and the reconstructed im‐
ages were processed using the same region-of-interest 
selection, deep learning model, and pore-structure anal‐
ysis procedure. Three irregular sub-specimens were pre‐
pared for micro-CT scanning by placing them in a con‐
tainer with approximate dimensions of 15 mm×15 mm×
15 mm (Figs. 3a and 3b).

Micro-CT scanning was performed using the 
Xradia 520 Versa system manufactured by Zeiss, Ger‐
many. The scanning resolution was 8.0 μm per pixel, 
with a maximum scanning volume of 10 mm in width 
and height. Each scan produced approximately 1200 
slice images of raw data (1700 pixels×1700 pixels 
per slice, 16-bit grayscale). The operating voltage and 
current were set to 50 kV and 81 μA, respectively 
(Fig. 3a2). The initial micro-CT images were first pre‐
processed to enhance image quality and prepare them 
for subsequent analysis. A nonlocal means filter was 
applied to suppress noise while preserving edge details. 
The filtered images were then cropped to a uniform 
resolution of 1024 pixels×1024 pixels×800 slices, and 
the grayscale range was normalized to [0, 255], ensuring 
consistent data dimensions across all sub-specimens 
(Fig. 3a3).

To identify and quantify pore-crack and grain 
structures in remolded moraine soils, an enhanced U-
Net convolutional neural network was employed (Alom 
et al., 2019; Minaee et al., 2022). The U-Net model 
performs pixel-level semantic segmentation of CT im‐
ages by learning multiscale features of fractures through 
deep convolutional and deconvolutional layers. This 

Fig. 3  Micro-CT scanning and image procedure: (a) CT 
scanning; (b) deep learning segmentation of pore cracks
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deep learning-based segmentation was implemented in 
MATLAB or AVIZO, leveraging the platforms’ capa‐
bilities for deep learning model development and visu‐
alization of 3D structures. MATLAB was used to train 
and test the network, and AVIZO was used for 3D 
image processing and feature visualization. The micro-
CT image dataset comprises 12000 CT images, divided 
into a test set (8000 images) and a training set (4000 
images) (Fig. 3b). The training images have a resolu‐
tion of 1024 pixels×1024 pixels. They are specifically 
designed to focus on the analysis of pore cracks. When 
using the U-Net network algorithm for training (Liu 
et al., 2024), the batch size is set to 64, the epoch is 
set to 1000, and the learning rate is set to 0.0001.

Based on the separation results, several micro‐
structural parameters were extracted from 3D CT im‐
ages to describe the geometric characteristics of pore-
crack networks, including the porosity, pore size, and 
fractal dimension (Wei et al., 2020; Lu et al., 2023; 
Liu et al., 2024).

(1) The 3D porosity is the ratio of pore-crack 
voxels to the total number of voxels within the ana‐
lyzed volume.

(2) The equivalent pore width (WEqW) is defined 
based on the volume of the pore or crack and is calcu‐
lated as follows:

WEqW =
4V
πL

 (1)

where L is the longest Feret diameter of the pore-
crack; V is the pore-crack volume.

(3) The fractal dimension (Dv) is calculated as 
follows:

Dv =
ln δ

ln ( )N ( )δ
 (2)

where δ represents the size of the measuring voxel 
box; N(δ) is the number of boxes of size δ required 
to cover the connected pore cracks.

3 New gray model 

Several key mechanical parameters, including 
strength (q) (triaxial shear strength (qt) and uncon‐
fined compression strength (qu)), initial average elastic 

modulus (E0), and cohesion (c), were selected to eval‐
uate the mechanical degradation behavior of remolded 
moraine soils under F-T cycles (Fig. 4a). In addition, the 
F-T cycle deterioration rates, K1–K3, for the deteriora‐
tion of moraine soil mechanics are summarized below:

ì

í

î

ï

ï

ï
ïï
ï

ï

ï

ï

ï

ï
ïï
ï

ï

ï

K1 = 1 -
E0( )N
E0( )0



K2 = 1 -
q ( )N
q ( )0



K3 = 1 -
c ( )N
c ( )0



(3)

Fig. 4  New gray model: (a) mechanical parameters; (b) gray 
differential equation; (c) solution of the differential equation. 
The parameters are explained in the text
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where E0(0), q(0), and c(0) are the zero F-T cycle ini‐
tial elastic modulus, strength, and cohesion, respec‐
tively. E0(N), q(N), and c(N) are the N-cycle values. 
The parameters K1

* and K2
* are the experimentally 

measured maximum deterioration rates K1 and K2, 
respectively.

The mechanical degradation behavior of soils sub‐
jected to F-T cycles generally exhibits a nonlinear trend, 
which can be categorized into three distinct stages 
(Fig. 4b): an early stage with rapid strength loss, a 
middle stage with a decelerated degradation rate, and 
the end stage where the strength tends to stabilize and 
no longer change significantly (Chen et al., 2024; Fan 
et al., 2024; Jiang TT et al., 2024; Qiu et al., 2024).

A gray differential model (Eq. (4)) is proposed to 
capture the degradation pattern of remolded moraine 
soils. This model allows the formulation of a differen‐
tial equation where the degradation rate of mechanical 
parameters is expressed as a function of the number 
of F-T cycles. The observed mechanical parameters 
after N F-T cycles are denoted as a time series: x =
{x (0)  x (1)   x ( N )}, where x represents the ini‐

tial average elastic modulus (E0), strength (qt or qu), or 
cohesion (c). The first-order difference Δx is obtained 
by subtracting adjacent values in the sequence.

Dx = {x ( )1 - x ( )0  x ( )2 - x ( )1  … 

}x ( )N - x ( )N - 1 » dx.     
(4)

A nonlinear gray differential model is then as‐
sumed in the form of:

ì

í

î

ïïïï

ïïïï

x =
dx
dN

= λ1( )x -H
λ2    λ1 < 0 λ2 > 1

H = ( )1 -K * × x ( )0 
(5)

where dx/dN denotes the change rate, λ1 and λ2 are au‐
tofitting parameters, and H is a horizontal asymptote 
representing the deterioration limit for estimating the 
ultimate value of strength after long F-T cycles. The 
parameter H can be calculated based on the F-T cycle de‐
terioration rates K1 and K2. The parameter K* is the em‐
pirical or experimentally measured maximum deteri‐
oration rate K1

* or K2
*, according to K1 or K2 (Eq. (3)).

Taking the limits of Eq. (5) under the conditions 
x→H and x>H, the following expressions can be 
obtained:

ì

í

î

ï
ïï
ï

ï
ïï
ï
ï
ï

lim
( )N®+¥

x®H

( )λ1( )x -H
λ2 = 0

lim
( )N® 0+

x >H

( )λ1( )x -H
λ2 = λ1[ ]x ( )0 -H

λ2

.
(6)

This implies that as x approaches H and N ap‐
proaches +∞, the rate of change asymptotically tends 
to zero, indicating stabilization in the degradation pro‐
cess (Fig. 4b).

Next, this study solves Eq. (5):

∫ 1

( )x -H
λ2

dx = ∫ λ1dN (7)

x ( N ) =H + [ (1 - λ2 ) ( λ1 N +C ) ]
1

1 - λ2 . (8)

Substitute x(0) into Eq. (8) to calculate the inte‐
gration constant C and x(N).

C =
( )x ( )0 -H

1 - λ2

1 - λ2

 (9)

ì

í

î

ï
ïï
ï

ï
ïï
ï

x ( )N =H +
é

ë

ê
êê
ê ù

û

ú
úú
ú

( )1 - λ2 ( )λ1 N +
( )1 -H

1 - λ2

1 - λ2

1
1 - λ2

 

H = ( )1 -K * × x ( )0     λ1 > 0  λ2 < 1.

 (10)

Eqs. (5) and (10) are also named the new gray 
models and the MATLAB code can be found at https://
github.com/LuTuo123/LGM.

The new model parameters λ1 and λ2 were esti‐
mated via nonlinear least squares fitting using the lsq‐
curvefit function. The model remains applicable even 
when limited information on mechanical properties is 
available. This technique provides a robust and data-
efficient framework for predicting the mechanical pa‐
rameters of moraine soils for 10–20 F-T cycles using 
limited information from zero to 10 F-T cycles.

Taking the limit as N→+∞:

lim
( )N®+¥

x®H

x ( )N =H +

lim
N®+¥ ( )é

ë

ê
êê
ê ù

û

ú
úú
ú

( )1 - λ2 ( )λ1 N +
( )1 -H

1 - λ2

1 - λ2

1
1 - λ2

=

H +
1

( )+¥ λ2 - 1
=H.

   (11)
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4 Results and discussion 

4.1 Stress‒strain curves

In typical strain-softening behavior, specimens 
exhibit an obvious peak followed by a significant re‐
duction in stress resistance as the soil is strained. The 
stress‒strain curve remains stable and gradually de‐
creases with increasing strain after the yield strain (εs) 
(Fig. 5). The qu and qt decrease with the F-T cycles, 
and the difference Model the peak shear strength (qu 
and qt) and resident strength decreases. After 20 F-T 
cycles, the narrowest gap between the peak shear 
strength (qt) and residual strength is attributed to the 
progressive degradation of the soil structure and the 
development of pore-crack networks, particularly un‐
der a confining pressure (σ3) of 200 kPa.

4.2 Mechanical deterioration under F-T cycles

In the UCT, the specimen’s initial average elas‐
tic modulus (E0) decreased from 3.20 to 1.50 MPa as 
the number of F-T cycles increased from 0 to 20. The 
strength (qu) of the specimen decreased from 40.80  
to 24.08  kPa as the number of F-T cycles rose from 0 
to 20. Under different confining pressures (σ3), both 
the initial average elastic modulus (E0) and the shear 
strength (qt) showed a decreasing trend with increas‐
ing F-T cycles (Fig. 6a).

Under a confining pressure (σ3) of 50  kPa, E0 
decreased from 14.24 to 8.82 MPa, and qt decreased 
from 202.07 to 157.75  kPa. Under 100 kPa, E0 de‐
clined from 20.09  to 13.00  MPa, and qt declined from 
343.24 to 279.93 kPa. Under 200 kPa, E0 dropped from 
36.12 to 26.62 MPa, and qt decreased from 674.24 to 
603.58 kPa. In addition, the cohesion (c) sharply de‐
clined from 10.83 to 6.50 kPa. The internal friction 
angle (φ) initially decreased and fluctuated, generally 
between 35° and 40° . This fluctuating (Fan et al., 
2024; Jiang TT et al., 2024; Qiu et al., 2024), de‐
creasing trend indicates that the F-T cycle affects not 
only the bonding and cementation between particles 
but also the frictional resistance and interlocking be‐
havior of the soil skeleton.

Specifically, in the UCT test, K1 reached 47.91%, 
and K2 reached 38.55%. At 50 kPa, K1 declined to 
38.03%, and K2 declined to 21.94%. At 100 kPa, K1 
declined to 35.38%, and K2 declined to 18.44%. At 
200 kPa, K1 was reduced to 26.31%, and K2 was reduced 
to 10.48% (Fig. 6b).

4.3 Application of the new gray model

The predictive performance of the new gray model 
was evaluated under different confining pressures and 

Fig. 5  Stress‒strain curves: (a) UCT results; (b) TST results 
under 50 kPa; (c) TST results under 100 kPa; (d) TST results 
under 200 kPa
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F-T cycles (Fig. 7a, Table 2, and Table 3). Overall, the 
model consistently captures the attenuation trend of 
mechanical parameters with increasing F-T cycles (R2>
0.96). At confining pressures of 50, 100, and 200 kPa, 
the prediction lines exhibit good agreement with the 
best-fit experimental data (relative error from −4.85% 
to 3.64%), particularly in describing the early and 
middle stages in F-T cycles. This observation con‐
firms that the new gray model approach is suitable for 
characterizing the nonlinear decay process of moraine 
soil strength parameters.

A similar trend is observed for qu. The fitted 
curves reveal a pronounced reduction during the early 
stage of F-T cycles, followed by a transitional stage 
of moderate attenuation (middle stage) and finally a 
plateau stage where the values stabilize (end stage). 
The prediction curves successfully reproduce the deg‐
radation rate and the ultimate strength degradation in 
the middle-end stage (relative errors of −5.79% to 
−4.14%). Parameter H represents the ultimate value 
of the mechanical parameter degradation under F-T 
cycles. The predicted values (qt, qu, and E0) at N=15 
and N=20 showed errors of less than 6%, indicating 
the good predictive accuracy of the proposed model 
(Table 3).

Comparison with previous studies further under‐
scores the model’s robustness. As shown in Fig. 7b, 
the predicted results are comparable to those reported 
by Jiang Y et al. (2024) and Qiu et al. (2023). In par‐
ticular, the ultimate value (H) aligns closely with the 
literature, suggesting that the model can be applied 
across various soil types and testing conditions. In 
(Jiang Y et al., 2024), types 1, 2, and 3 correspond to mo‐
raine soils with dry densities of 2.0, 1.9, and 1.8 g/cm3, 
respectively, under a confining pressure of 200 kPa 
(consolidated drained (CD) test). In (Qiu et al., 2023), 
types 2 and 3 represent the UCT results of remolded 
moraine soil with gravel contents of 41.9% and 53.9%, 
respectively.

This study has several limitations. The experi‐
mental tests were conducted with up to 20 F-T cycles, 
which is sufficient to capture the maximum degrada‐
tion trends but may not fully reflect the long-term be‐
havior of the soil.

The new gray model was used to predict me‐
chanical properties beyond 20 cycles, but these pre‐
dictions are extrapolated and have not been directly vali‐
dated through long-term testing. The study focused on 

Fig. 6  F-T cycle mechanical deterioration: (a) strength 
reduction; (b) F-T cycle deterioration rate, K1 and K2
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remolded moraine soil from a specific region, and the 
findings may not be directly applicable to other soil 
types or regions.

4.4 Microstructural deterioration

Fig. 8a shows the pore size (>10 μm) range cap‐
tured by micro-CT and MIP. This indicates that micro-
CT can detect approximately half of the total porosity: 
the MIP-measured porosity is 28.95%. In contrast, 
micro-CT detects only 14.96% (the porosity of the 
representative sub-specimen). This limitation arises 
from the resolution setting of the micro-CT scan (one 
voxel is 8.0 μm in this study). The 3D pore-crack 
structure of moraine soils undergoes significant changes 
over time due to the influence of F-T cycles (Fig. 8b). 
The microporosity exhibits a rapid initial increase 
after five cycles. During the initial stage (from zero 
to five cycles), the microporosity of SS1 ranged from 
14.25% to 16.46%, reflecting an increase of approxi‐
mately 15% to 50%. The average pore size of SS1 in‐
creased from 69.83 to 80.58 μm, reflecting an in‐
crease of approximately 15% to 30%. This accelerat‐
ing growth trend slowed in the subsequent cycles 
(10–20 cycles), with the microporosity of SS1 rang‐
ing from 17.33% to 18.69%. The average pore size 
of SS1 increased from 80.58 to 90.44 μm. The poros‐
ity increased from 14.25% to 18.69%, representing a 
31% increase.

The F-T cycles significantly affect the shear str‑
ength and mechanical properties of moraine soils. One 

Fig. 7  New gray model prediction: (a) fitness and prediction 
results; (b) application using data from Jiang Y et al. (2024) 
and Qiu et al. (2023) (N→+∞)

Table 3  Fitness and prediction of strength (qt or qu) results using the new gray model

σ3 
(kPa)

0

50

100

200

λ1

−0.10

−0.07

−0.18

−0.01

λ2

1.10

1.07

1.01

1.91

H 
(kPa)

24.48

141.45

274.59

606.82

R2

0.98

1.00

0.97

0.99

K2
* (%)

40

30

20

10

qt or qu (kPa) (N=15)

Fitness

26.05

160.31

285.94

610.10

Prediction 

27.24

157.49

276.19

612.28

Error 
(%)

−4.57

1.76

3.41

−0.36

qt or qu (kPa) (N=20)

Fitness

25.08

157.75

279.93

603.58

Prediction 

26.11

152.01

274.85

610.92

Error 
(%)

−4.14

3.64

1.82

−1.22

Table 2  Fitness and prediction of E0 results using the new gray model

σ3 (kPa)

0

50

100

200

λ1

−0.29

−0.13

0.00

−0.15

λ2

1.01

1.01

1.58

1.01

H (kPa)

1.78

8.54

13.06

25.29

R2

0.99

0.96

0.98

0.98

K1
* (%)

45

40

35

30

E0 (MPa) (N=15)

Fitness

1.70

9.11

13.42

26.16

Prediction 

1.80

9.26

14.05

26.23

Error 
(%)

−5.61

−1.68

−4.85

−0.27

E0 (MPa) (N=20)

Fitness

1.69

8.82

12.98

26.62

Prediction

1.79

8.91

13.76

25.71

Error 
(%)

−5.79

−0.95

−2.15

3.41
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important aspect that is closely related to soil behav‐
ior under F-T conditions is the formation of shear bands. 
These localized zones of intense deformation play a cru‐
cial role in the mechanical degradation of soils during 
cyclic F-T processes (Wei et al., 2026). Shear bands 
not only influence the soil strength but also contribute 
to the localization of deformation, which in turn accel‐
erates soil degradation. These findings are consistent 
with the results of this study, where we observed that 
the mechanical degradation in moraine soils was largely 
controlled by the development of shear bands, which 
were observed to form progressively with increas‐
ing F-T cycles. The role of shear bands in the me‐
chanical degradation mechanism of soil is critical to 

understanding how F-T cycles affect the long-term 
stability of moraine soils in real-world conditions.

5 Conclusions 

The mechanical degradation of remolded mo‐
raine soils subjected to different F-T cycles was com‐
prehensively investigated in this study, including F-T 
cycle tests, TSTs, UCTs, and micro-CT scanning. Based 
on the results, the new gray model was developed to 
evaluate the mechanical degradation under F-T cycles. 
Key conclusions are summarized below:

(1) Three distinct stages of mechanical degrada‐
tion. The mechanical strength of remolded moraine 
soils decreases significantly with increasing F-T cy‐
cles, showing three distinct stages: rapid decline, mod‐
erate reduction, and plateau, with parameters such as 
the initial average elastic modulus (E0) and shear 
strength (qt and qu) following this three-stage degrada‐
tion trend. Under a confining pressure of 0–50 kPa, 
the initial average elastic modulus and strength de‐
crease by 40%–50%, whereas at 100–200 kPa, the de‐
crease is less severe (10%–30%). Higher confining 
pressures help mitigate deterioration, likely due to par‐
tial crack closure.

(2) Key role of microstructural changes. F-T cy‐
cles induce significant microstructural changes, pri‐
marily the initiation and propagation of pore-crack 
networks, leading to a 31% increase in porosity. The 
pore size distribution shifts to larger sizes, with the av‐
erage equivalent width (WEqW) increasing from 69.83 
to 90.44 μm and the microporosity increasing from 
14.25% to 18.69%. These microstructural changes are 
critical in driving the observed mechanical degrada‐
tion, as they coarsen the soil structure, reduce shear 
strength, and increase plastic deformation. At the shal‐
low scale, F-T cycles accelerate microstructural dete‐
rioration, promoting preferential flow and further re‐
ducing shear strength, which makes the soil more 
prone to localized collapse under heavy rainfall.

(3) The contribution of the new gray model. The 
newly developed gray model effectively captures the 
nonlinear deterioration of mechanical parameters, 
such as strength and elastic modulus, under F-T cycles. 
By calibrating experimental data from zero to 10 F-T 
cycles, the model shows high predictive accuracy, with 
relative errors for strength predictions at the 15th and 

Fig. 8  Pore-crack evolution: (a) MIP vs. micro-CT results; 
(b) porosity; (c) pore-crack size evolution

10
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20th cycles remaining below 6%. The new gray model 
not only fits the data from this study but has also been 
successfully applied to other studies, demonstrating its 
broad applicability. Importantly, the model’s ability to 
quantify strength degradation provides a reliable esti‐
mate of the long-term stability threshold for moraine 
slopes and infrastructure.
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