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Abstract: Modular reconfigurable underwater robots (MRURs) have attracted increasing attention due to their potential to 
overcome the limitations of conventional underwater robots with fixed structures and single-task capabilities. This review 
summarizes recent progress in MRUR from three perspectives: modular structural design, sensing and perception, and control 
strategies. For structural design, this review examines module division, housing, and connectors, highlighting composite 
pressure-resistant structures and magnetic docking mechanisms as feasible solutions. For perception, MRURs require not only 
multi-sensor fusion but also topology awareness, docking perception, and distributed perception to handle changes in 
reconfiguration. For control, MRUR reconfiguration alters topology, dynamics, and actuation; therefore, key issues include 
topology recognition, docking and separation control, propulsion redundancy, distributed coordination, and the transition toward 
self-reconfiguration. Finally, representative application scenarios, key technical challenges, and future research directions of 
MRURs are discussed. With continued technological progress, MRURs are expected to evolve toward self-reconfiguration and 
self-adaptation, achieving intelligent control and cooperative autonomy.
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1 Introduction 

1.1 Research background and significance

Underwater robots enable us to explore the vast 
underwater world and even reach the deepest parts of 
the ocean. Conventional underwater robots are mainly 
remotely operated vehicles (ROVs) and autonomous 
underwater vehicles (AUVs). These platforms typically 
feature rigid structural configurations and can be fur‐
ther classified according to their operational require‐
ments and geometric characteristics into torpedo-
shaped AUVs, spherical designs, disc-shaped configu‐
rations, and bioinspired platforms (Wang et al., 2019; 
Eldred et al., 2021; Neira et al., 2021; Cui et al., 2023). 
As research continues to advance, the limitations of 
such systems have become increasingly apparent. A 

single-structure platform is inherently constrained in 
its ability to accommodate diverse operational envi‐
ronments and task requirements, often necessitating 
task-specific designs, which become a significant bar‐
rier to both academic research and commercial de‐
ployment (Zheng et al., 2025).

To address these limitations, underwater robotic 
systems have increasingly incorporated the concepts 
of modularity and reconfigurability. By reconfiguring 
the physical connections among modules, such sys‐
tems can reorganize their structures and extend their 
functional capabilities according to specific mission 
requirements (Hildebrandt et al., 2020). This review 
draws on definitions of modular and reconfigurable 
robots from previous studies and proposes a systematic 
definition of modular reconfigurable underwater robots 
(MRURs): C1, which is composed of two or more physi‐
cally separable hardware modules connected through 
explicit mechanical, electrical, or communication in‐
terfaces; C2, whose module arrangement or inter-module 
topology can be reconfigured to change morphology, 
actuation layout, sensing layout, or functional capabil‐
ity; C3, whose design explicitly considers underwater 
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constraints such as sealing, pressure tolerance, buoy‐
ancy balance, hydrodynamic coupling, underwater ac‐
tuation, underwater sensing, or deployment limita‐
tions (Yim et al., 2007; Stoy et al., 2010; Seo et al., 
2019; Liang et al., 2025).

Compared with traditional AUVs and ROVs, 
MRURs can simplify manufacturing and maintenance 
processes while reducing overall system costs. They 
exhibit significant technical relevance and broad ap‐
plication potential in subsea equipment maintenance, 
environmental monitoring, ocean exploration, and 
data acquisition (Meng et al., 2025), and have emerged 
as one of the major directions in underwater robotic 
research.

1.2 Current research status and literature review

Research on MRURs can be traced back to the 
development of modular and reconfigurable robots 
(MRRs). Since the introduction of the first MRR sys‐
tem, CEBOT (Fukuda et al., 1989; Fukuda and Kawauchi, 
1990), in the 1980s, the field has undergone nearly 
four decades of advancement. It has evolved from early 
2D planar motion systems to sophisticated platforms 
capable of 3D self-reconfiguration, self-assembly, and 
rapid docking. The core mechanisms and design prin‐
ciples of MRRs have provided essential theoretical 
foundations and technical references for MRUR 
research.

Building on MRUR research, modular self-
reconfigurable underwater robots (MSRURs) repre‐
sent a further progression. Its defining characteristic is 
the ability to autonomously and dynamically reconfig‐
ure its physical topology and functional morphology 
without external intervention (Salemi et al., 2006; 
Yim et al., 2007).

The lineage of MRURs can be traced from gen‐
eral modular reconfigurable robotics to underwater-
specific embodiments. At the conceptual stage, 
HYDRON/HYDRA explored self-organizing modular 
artifacts inspired by cell adhesion, whereas the auton‐
omous modular optical underwater robot (AMOUR) 
was developed to investigate underwater docking, 
optical ranging, and the feasibility of autonomous 
modular underwater robots (Østergaard et al., 2005; 
Vasilescu et al., 2005). Subsequent studies made the 
MRUR concept more concrete in underwater platforms. 
Researchers at Nanyang Technological University 
(NTU), Singapore developed a modular biomimetic 

robotic fish platform in which undulating-fin/body 
components could be rearranged or extended to sup‐
port different bioinspired locomotion modes (Low and 
Yu, 2007). The bioinspired electric-sense robot devel‐
oped by Mintchev et al. (2012) further advanced this 
direction by using nine rigid modules that could sepa‐
rate, navigate, and reassemble underwater. SeaDrone 
demonstrated task-oriented physical reconfiguration 
among different underwater layouts (Moreno and 
Chung, 2014), while the reconfigurable modular ro‐
botic system for aquatic environments (REMORA) 
developed docking, energy-aware planning, and multi-
module coordination for underwater self-reconfiguration 
(Furno et al., 2017). More recently, the amphibious 
self-reconfigurable robot (ASRR) extended MRUR 
research toward multienvironment adaptability by 
using modular self-reconfigurable units to alter mor‐
phology for locomotion and task execution in aquatic 
and other operating environments (Yang ZY et al., 
2024).

Since then, research on MRURs has diversified 
toward bioinspired, compact, and task-adaptive archi‐
tectures. Bioinspired platforms such as MMBAUV 
employ magnetically coupled body modules for mor‐
phology adaptation and fish-like locomotion (Wright 
et al., 2023), while compact systems, including the three-
module HippoCampus µAUV chain and synthetic-jet 
miniature MRURs, target confined-space operation 
through configuration switching and task-oriented 
morphology changes (Bauschmann et al., 2023; Wang 
et al., 2024). Alternative actuation strategies, such as 
hinge-connected piezoelectric-jet modules and modu‐
lar hydraulic propulsion, further expand the design 
space by enabling capture-oriented motion and fluid-
routing-based locomotion (Doyle et al., 2016; Zhang 
L et al., 2025).

More recent studies have moved toward collec‐
tive and standardized-module systems, including mag‐
netically docking robotic fish swarms and cubic mod‐
ular marine robots for scalable underwater assembly 
and morphology formation (Zhou et al., 2024; Zheng 
et al., 2025; Si et al., 2026).

The representative evolutionary timeline and cor‐
responding Sankey diagram of MRUR development 
are presented in Fig. 1.

With the progressive advancement of research, the 
development trajectory of MRUR has formed a com‐
prehensive technological landscape. To systematically 
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examine its core technologies, this study investigates 
three fundamental aspects—structural design, sens‐
ing systems, and control strategies—and further ana‐
lyzes the associated application potential and techni‐
cal challenges.

1.3 Review scope and methodology

This review is positioned as a methodologically 
transparent narrative review rather than a PRISMA 
(Preferred Reporting Items for Systematic Reviews 

and Meta-Analyses)-style systematic review. This choice 
is motivated by the current state of the MRUR litera‐
ture, which remains relatively small, technically het‐
erogeneous, and distributed across journals, conference 
proceedings, preprints, project reports, and neighbor‐
ing research areas, including modular robotics, under‐
water vehicles, soft robotics, and autonomous systems.

A structured literature search was conducted using 
Web of Science, Scopus, IEEE Xplore, Google Scholar, 
publisher databases, and relevant project pages. The 

Fig. 1  (a) Timeline of the MRUR project; (b) Sankey diagram illustrating the project characteristics
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search strategy combined modular-robotics terms, in‐
cluding “modular”, “self-reconfigurable”, “reconfigu‐
rable”, “docking”, “module graph”, and “topology”, 
with underwater-domain terms, including “under‐
water robot”, “AUV”, “ROV”, “aquatic”, “subsea”, and 
“marine”.

Studies were included when they described, ana‐
lyzed, or experimentally demonstrated robotic sys‐
tems satisfying the operational definition of MRURs 
adopted in this review. Additional studies were included 
when they provided the necessary background on 
modular robotics, underwater docking, sensing and 
perception, soft-body modeling, or control methods 
directly relevant to reconfiguration. Studies were not 
classified within the MRUR development line when 
they only addressed payload modularity, generic 
AUV hardware or software accessibility, adjustable 
thruster orientation without physically separable mod‐
ules, or conventional underwater sensing and control 
without an explicit connection to topology or configu‐
ration change.

Therefore, the objective of this review is to es‐
tablish a reproducible inclusion boundary and an ana‐
lytically structured account of MRUR development. 
The reporting approach follows the transparency-
oriented rationale of PRISMA 2020 while avoiding a 
full PRISMA claim because the current MRUR evi‐
dence base is not yet sufficiently mature or homoge‐
neous for reliable quantitative synthesis (Page et al., 
2021).

2 Modular structural design of MRURs 

2.1 Principles for modular unit division

MRUR architectures can be broadly classified into 
two types: highly integrated modularity and function-
separated modularity. These two types exhibit signifi‐
cant differences in system design concepts, module 
functional boundaries, and reconfiguration methods.

In highly integrated modular architectures, each 
module typically incorporates key subsystems, includ‐
ing propulsion, control, power supply, communica‐
tion, and structural interfaces, enabling it to operate as 
an independent minimal robotic unit. A representative 
example of this approach is RS-ModCubes, whose 
modules encapsulate thrusters, drive circuits, sensors, 
and onboard power systems, achieving a high level of 

integration at the module level (Zheng et al., 2025). 
The advantage of such systems lies in their reconfigu‐
ration flexibility and module-level autonomy. However, 
this comes at the cost of higher manufacturing com‐
plexity and increased module cost, while functional 
expansion typically depends on adding more modules 
rather than replacing module types.

In contrast, function-separated modular architec‐
tures follow the design principle of one module, one 
function, where propulsion, power supply, and main 
control are distributed across separate modules (Zhou 
et al., 2024). This configuration enables the system to 
construct diverse mission profiles through different 
combinations of functional modules, with ROBO-ONE 
serving as a representative example. The advantages 
of this approach include clear functional division, 
strong replaceability, and high system scalability. 
However, its drawbacks lie in the strong interdepen‐
dence among modules, with overall system reliability 
being highly dependent on the quality of inter-module 
connections.

Regardless of the architectural approach, the core 
objective of structural design is to achieve hardware-
level reliability, scalability, and maintainability through 
robust physical encapsulation and reliable inter-module 
connections (Hildebrandt et al., 2020).

2.2 Pressure hull design

Pressure hull design constitutes the fundamental 
structural unit of an MRUR system. One of the key re‐
quirements in hull design is to provide reliable protec‐
tion for internal electronic components (Wang et al., 
2024) while also accommodating buoyancy distribu‐
tion and module standardization requirements. The 
pressure hull design has evolved from traditional 
rigid pressure-resistant housings to biomimetically op‐
timized hydrodynamic structures and further toward 
the integration of advanced functional materials.

Traditionally, pressure housings have predom‐
inantly adopted cylindrical or spherical geometries 
(Hildebrandt et al., 2020), similar to conventional 
torpedo-shaped AUVs, as illustrated in Fig. 2 (Wynn 
et al., 2014). Owing to their axisymmetric configura‐
tions, cylindrical and spherical pressure hulls exhibit 
a relatively uniform stress distribution and can effec‐
tively reduce local stress concentrations under exter‐
nal hydrostatic pressure (Meschini et al., 2019), and 
their internal structure is shown in Fig. 3a.
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The increasing demand for modular reconfigura‐
tion in underwater robotics has led to the gradual 
abandonment of traditional pressure hull designs lack‐
ing structural extensibility. Inspired by cellular struc‐
tures (Fukuda and Kawauchi, 1990), polygonal modu‐
lar underwater robots have subsequently been devel‐
oped. Compared with conventional cylindrical or 
spherical pressure hulls, cubic and polyhedral struc‐
tures are more susceptible to stress concentration at 
edges and vertices under external hydrostatic pres‐
sure. This reduces their overall pressure resistance 
and imposes more stringent requirements on sealing 
design.

In response, existing studies typically adopt vari‐
ous engineering compensation strategies. First, local 
pressure housings or pressure-balanced oil-filled seal‐
ing structures are incorporated within polyhedral mod‐
ules (Hildebrandt et al., 2020). Second, chamfered 
edges, rounded transitions, or encapsulating outer shells 
are introduced in module geometry design (Zheng 
et al., 2025) to reduce stress concentration and im‐
prove hydrodynamic performance. Third, metal frame 
structures are employed to ensure the strength and 
toughness of the core structure (Zheng et al., 2025).

For shallow-water experimental scenarios with 
depths less than 30 m, physical housings are commonly 
fabricated using 3D printing techniques. The primary 
materials employed are ultraviolet-curable resins 
(Bianchi et al., 2024; Wang et al., 2024; Lan et al., 
2026) and acrylonitrile butadiene styrene (ABS) 
(Bianchi et al., 2024), with waterproof adhesives and 
epoxy resins applied at joints and seams for sealing 
(Bianchi et al., 2024). This approach enables rapid 
fabrication at low cost while satisfying the basic struc‐
tural strength and pressure-resistance requirements 

under shallow-water conditions. Fig. 3b illustrates the 
ultraviolet curing 3D printing process.

However, in deep-sea environments, as external 
hydrostatic pressure increases, ultraviolet-curable res‐
ins are limited by insufficient fracture toughness and 
fatigue resistance, making it difficult to maintain struc‐
tural integrity and sealing reliability under prolonged 
high-pressure conditions. Based on this, recent studies 
have begun to explore the potential of flexible materi‐
als for deep-sea sealing and structural adaptability.

The successful descent of a self-powered soft un‐
derwater robot to the Mariana Trench demonstrated 
that flexible structures based on soft gel materials can 
achieve reliable pressure adaptation and sealing per‐
formance in extreme deep-sea environments (Li et al., 
2021).

In ROBO-ONE at Zhejiang University, China, a 
series of interchangeable gel-based cubic modules 
were constructed using soft gel materials (Zhou et al., 
2024), as shown in Fig. 3c. In the study by Parra 
Rubio et al. (2023), a deformable mechanical metama‐
terial structure, discretely assembled from rigid and 
soft voxel units, was applied to the field of modular 
underwater robotics, as shown in Fig. 3d.

Compared with conventional rigid pressure hous‐
ings, composite systems based on flexible materials 
and supporting structures can maintain underwater 
sealing while achieving load redistribution and defor‐
mation coordination through structural compliance, 
offering a new research avenue for highly reliable and 
lightweight underwater robotic systems.

2.3 Connection mechanism

In MRRs, connectors determine how modules at‐
tach, detach, align, and exchange power or data (Liu 
et al., 2018). Typically, MRRs can be categorized into 
four types: mechanical connectors (Yim et al., 2000; 
Murata et al., 2002), magnetic connectors (Murata 
et al., 2002; Wright et al., 2023; Zheng et al., 2025), 
electrostatic force connectors (Karagozler et al., 2007), 
and nylon connectors (Moeckel et al., 2006).

In MRUR systems, constrained by the compre‐
hensive requirements for rapid assembly, repeated dis‐
assembly and hermetic reliability of modules in the 
underwater environment, the connection schemes be‐
tween current modules include magnetic connectors 
(Wang et al., 2024; Zhou et al., 2024; Lan et al., 2026) 
and hybrid magnetic-mechanical connectors (Lan et al., 
2026). Pure mechanical connections are only adopted 

Fig. 2  Hull modularization of a torpedo-shaped AUV 
(Wynn et al., 2014)
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in a limited number of scenarios due to adaptability 
constraints (Bianchi et al., 2024). Fig. 4 successively 
illustrates the three common underwater connec‐
tion methods: pure mechanical connection, permanent 

magnet attraction and alignment combined with bolt 
connection, and pure magnetic connection.

In the future, magnetic and hybrid magnetic-
mechanical interfaces are likely to remain important 

Fig. 3  Illustrations of different underwater robot hull designs: (a) conventional rigid pressure hull exemplified by the 
FeelHippo AUV (Meschini et al., 2019); (b) UV-curable 3D printing process for hull fabrication (using digital light 
processing (DLP) as an example) (Sun et al., 2023); (c) gel-based soft cubic modules in ROBO-ONE; (d) deformable 
mechanical metamaterial structure: cross-sectional view, surface texture, and deformation testing (Parra Rubio et al., 
2023). PMMA is the polymethyl methacrylate; PLA is the polylactic acid
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Fig. 4  Various connection methods of the modules of MRUR systems: (a) physical and simulation schematics of the 
assembled modular snake robot (Bianchi et al., 2024); (b) module cross-sectional view of the modular snake robot (the 
steering gear shaft, mechanical structural components, and screws are clearly visible, making it a typical representative 
of mechanical connection); (c) schematic of the MRUR module structure (reprinted from (Lan et al., 2026), Copyright 
2026, with permission from Elsevier); (d) schematic of several connection modes of the MRUR (the permanent magnet 
adsorption and alignment combined with the bolt connection are adopted in this project) (reprinted from (Lan et al., 
2026), Copyright 2026, with permission from Elsevier); (e) detailed diagram of the magnetic connection process of the 
MRUR (this project enables the rapid realization of various configurations including linear, diagonal, and annular 
arrangements) (Wang et al., 2024)
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because they support rapid alignment and repeated at‐
tachment while reducing assembly complexity. Rapid 
and robust modular docking can be achieved via elec‐
tropermanent magnet technology (Zhu and El Baz, 
2019), optimized magnetic pole arrangement (Jiao 
et al., 2022), and integration with mechanical struc‐
tures (Zhang Y et al., 2025; Lan et al., 2026). Recent 
robotic fish swarms also show that magnetic docking 
can support collective aquatic reconfiguration when 
the modules include communication and distributed 
control functions (Si et al., 2026).

3 Sensing and perception of MRURs 

In underwater robotic systems, sensors serve as 
core components for acquiring environmental infor‐
mation and system states, and they form the critical 
foundation for achieving autonomous perception, 
precise control, and safe operation (Merveille et al., 
2024; Xu et al., 2025). As shown in Fig. 5a, due to 
the impacts of underwater environmental factors such 
as severe optical attenuation, limited electromagnetic 
wave propagation, and complex fluid disturbances 
(Yang KF et al., 2024), underwater robots typically rely 
on the collaborative operation of multiple heteroge‐
neous sensors (Kaveti et al., 2025) to realize compre‐
hensive perception of the environment (Huy et al., 
2023), pose (Huang et al., 2026), position and mission 
targets (Qin et al., 2023), and a variety of underwater 
functions including navigation and positioning (Jalal 
and Nasir, 2021), planning and control (Guo et al., 
2021), obstacle avoidance (Cheng et al., 2021), and 
target tracking (Kumar and Mondal, 2021). Fig. 5b il‐
lustrates the common types of underwater sensors and 
a schematic diagram of multi-sensor cooperation in an 
MRUR system.

However, MRURs inherit the perception, com‐
munication, buoyancy, and energy constraints of con‐
ventional underwater robots, but reconfiguration intro‐
duces additional uncertainty because docking, separa‐
tion, and morphology changes may alter the module 
connectivity, sensor graph, sensor-to-body extrinsics, 
actuator–sensor layout, and the set of active sensing 
nodes (Yim et al., 2007; Hasan, 2012; Parra Rubio et al., 
2023). Therefore, MRUR perception should be viewed 
not only as multi-sensor fusion but also as the prob‐
lem of maintaining state-estimation consistency under 

changing physical topology and sensing configuration 
(Castano and Will, 2001; Salemi et al., 2004; Mathews 
et al., 2017).

Centered on state-estimation consistency, percep‐
tion in MRURs involves several interrelated chal‐
lenges, including maintaining sensor-fusion continuity 
and adaptive updating under topology changes, han‐
dling perception uncertainty during docking and sepa‐
ration, managing redundant sensing across multiple 
modules, and coordinating distributed perception to 
preserve global consistency. The following sections 
discuss these four aspects in detail.

3.1 Topology-aware fusion

Traditional multi-sensor fusion frameworks usu‐
ally rely on a static, predefined sensor suite and fixed 
topological constraints. In contrast, MRURs face addi‐
tional challenges caused by topology variation, includ‐
ing abrupt changes in the dimensionality of the state 
space, invalidation of precalibrated sensor extrinsics, 
and changes in the observable state variables (Huang 
et al., 2025). Therefore, maintaining stable perception 
under newly formed configurations is a key problem 
that must be addressed in MRUR systems.

To handle topology changes, modular robotic 
studies commonly use a graph (Gk = (Vk Ek )) to de‐
scribe the current physical configuration or connec‐
tion topology of the robot. In this representation, Vk  
contains active modules and sensor nodes, while Ek 
represents mechanical, electrical, communication, and 
calibration relationships (Castano and Will, 2001; 
Park et al., 2008). In extended Kalman filter (EKF)-
based estimation schemes, changes in Gk require cor‐
responding updates to the state vector and measure‐
ment functions. Automatic configuration recognition 
can then be regarded as the process of determining 
whether the current configuration graph is isomorphic 
to a known configuration in a predefined library.

However, when conventional EKF-based under‐
water multi-sensor fusion methods are applied to 
changing configurations, the estimator must modify 
the state vector, update the observation models, re‐
derive the measurement Jacobians, and handle covari‐
ance augmentation or marginalization. These opera‐
tions increase the implementation difficulty and com‐
putational complexity. The MaRS modular fusion 
framework uses covariance segmentation to separate 
core navigation states from sensor-specific extrinsic 
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or calibration states. The filter then uses the measure‐
ment residual to jointly correct both the robot core state 
and the corresponding sensor extrinsics, enabling run‐
time self-initialization and online extrinsic calibration 

(Brommer et al., 2021). Thus, MaRS forms a com‐
plete dynamic plug-and-play sensor-fusion framework. 
Although originally developed for unmanned aerial ve‐
hicle (UAV) applications, its treatment of modular 

Fig. 5  Different classifications of underwater sensors: (a) overview of sensor classification and configuration architecture 
for MRURs; (b) sensor configuration architectures for modular systems, distinguishing between fully distributed and 
master-slave topologies. EM is the electromagnetic; SBL is the short baseline; LBL is the long baseline; USBL is the 
ultra-short baseline; IMU is the inertial measurement unit; DVL is the Doppler velocity log; ADCP is the acoustic 
Doppler current profiler
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sensor fusion provides a useful reference for percep‐
tion and fusion under MRUR topology changes.

Factor-graph methods provide another promising 
solution (Dahal et al., 2023). In such frameworks, het‐
erogeneous measurements, inter-module pose relation‐
ships, and docking constraints can be uniformly for‐
mulated as factors, thereby reducing the difficulty of 
repeatedly modifying state and observation structures 
in EKF-based implementations (Kaess et al., 2012; 
Indelman et al., 2013). In addition, studies on decen‐
tralized cooperative acoustic navigation have shown 
that robots can exchange compact pose-graph con‐
straints or relative navigation information to achieve 
cooperative localization under bandwidth-limited, 
lossy, or faulty underwater communication. The com‐
munication robustness and redundant-constraint utili‐
zation demonstrated by these methods provide impor‐
tant references for maintaining state-estimation consis‐
tency during MRUR topology reconfiguration (Walls 
and Eustice, 2013; Webster et al., 2013; Chaves et al., 
2017).

Existing MRUR projects rarely delve deeply into 
topologically aware perception technologies. The re‐
search conducted by Modularis has begun to explore 
this direction. By using standardized sensor boards and 
robot operating system (ROS)-based node abstrac‐
tions, it separates the sensor drivers and fusion nodes 
from the specific hardware implementation, providing 
a software-level reference (Herrin et al., 2023).

3.2 Perception for docking

Docking and separation require the perception of 
spatial and temporal scales. For MRURs, module dock‐
ing perception generally requires relative pose estima‐
tion, attitude alignment, capture-state recognition, and 
verification of mechanical or magnetic contact. In 
AUV docking studies, docking perception is typically 
formulated as a multistage process: acoustic or iner‐
tial information supports the approach phase, vision 
or imaging sonar supports mid-range alignment, and 
optical markers, magnetic fields, electric fields, tactile 
cues, or connector-state sensors support final capture 
(Peng et al., 2019; Lv et al., 2022; Parra Rubio et al., 
2023; Zhang et al., 2024).

Existing solutions address MRUR docking per‐
ception in a partial but technically meaningful way. 
Early work on AMOUR demonstrated the feasibility of 
using optical sensing for underwater modular docking, 

showing that relative detection and optical ranging 
can support the approach and alignment of modular 
underwater units (Vasilescu et al., 2005). The bioin‐
spired electric-sense robot further expanded this idea 
by using nonvisual near-field sensing for underwater 
module localization and reassembly, providing an alter‐
native perception mechanism when optical sensing is 
degraded by turbidity or poor illumination (Mintchev 
et al., 2012). REMORA-related studies shifted the 
focus from sensing alone to the coupling between per‐
ception, rendezvous control, docking execution, and 
reconfiguration planning. In particular, Nielsen (2018)’s 
work on modular underwater robots and Furno et al. 
(2017)’s energy-heuristic self-reconfiguration study 
show that docking should be treated as part of a larger 
control and planning loop rather than as an isolated 
terminal maneuver. More recently, RS-ModCubes 
demonstrated underwater hovering docking with mag‐
netic connectors. In this system, magnetic capture and 
passive self-alignment partially reduce the require‐
ment for extremely precise terminal pose estimation, 
thereby mitigating the conflict between pose estima‐
tion accuracy and flow-induced disturbances during 
the final docking phase (Zheng et al., 2025).

Beyond MRUR-specific systems, the broader 
AUV docking literature provides useful perception 
primitives that can be transferred to MRUR module 
docking. Vision-based docking guidance can estimate 
the relative position and attitude during the terminal 
approach, while enhanced target detection improves 
robustness in visually degraded underwater environ‐
ments (Lv et al., 2022; Zhang et al., 2024; Ni et al., 
2025). Acoustic or sonar-based guidance provides an 
alternative when optical visibility is poor, and electro‐
magnetic or magnetic-dipole guidance can provide ro‐
bust near-field cues during final capture (Peng et al., 
2019; Lin et al., 2022; Wang Z et al., 2025). However, 
most of these AUV docking methods assume docking 
between the vehicle and a fixed station. In contrast, 
MRUR docking typically involves two relatively mov‐
ing small modules. Docking perception in MRURs 
requires further processing of issues such as rela‐
tive motion and attitude disturbances based on this 
foundation.

3.3 Sensor redundancy

When MRUR modules are rearranged, docked, 
or separated, the number, type, and spatial distribution 
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of active sensors may change. Some configurations may 
provide redundant inertial, pressure, or visual mea‐
surements. Therefore, MRUR sensing performance 
should be evaluated not only by the sensor suite in‐
stalled on each module but also by the sensing cover‐
age, observability, and fault tolerance of each possible 
configuration.

Redundant sensing can improve the robustness 
of MRUR perception. Multiple IMUs, pressure sen‐
sors, or local proprioceptive sensors can be used to 
cross-check state estimates, detect abnormal module 
behavior, and maintain partial observability after dock‐
ing, separation, or module failure. This principle is 
consistent with broader AUV navigation practice, 
where redundant sensors are used to compensate for 
inertial drift and the absence of GPS underwater 
(Paull et al., 2014).

However, this benefit depends on how redundant 
measurements are organized and managed. On the 
one hand, MRURs require an additional layer of con‐
figuration awareness: after reconfiguration, the fusion 
system must identify which sensors remain active and 
where they are located in the current topology. On the 
other hand, the perception architecture also affects the 
availability and use of redundant sensing information.

In fully distributed architectures, redundant mea‐
surements can be locally processed and shared among 
modules, improving fault tolerance under topology 
changes. RS-ModCubes exemplifies this direction: 
each cubic module integrates sensing, computation, 
propulsion, and magnetic docking interfaces, allow‐
ing the assembled robot to retain distributed sensing 
capability across different morphologies (Zheng et al., 
2025). In master-slave architectures, redundant sensor 
data are usually aggregated by a central module, which 
simplifies fusion but increases dependence on com‐
munication reliability and the master node. Lan et al. 
(2026)’s MRUR reflects this pattern.

In addition, redundancy can also lead to inconsis‐
tencies. After the connection is completed, the relative 
external parameters of different sensors may no lon‐
ger match the precalibrated values due to vibrations 
and other factors. If these uncertainties are not taken 
into account when fusing the redundant measurements, 
the estimator may become overly confident or deviate. 
When the inter-module correlations are unknown, con‐
servative decentralized fusion methods can be consid‐
ered (Julier and Uhlmann, 2001).

The redundant sensors in MRURs should be re‐
garded as schedulable sensing resources, and reliable 
fusion can be achieved through efficient sensor man‐
agement and organizational structure.

3.4 Distributed perception coordination

Unlike conventional AUVs, where most sensors 
are fixed to a single rigid body, an MRUR may con‐
tain several modules that each carry local sensors, 
processors, and communication interfaces. When the 
robot changes configuration, the relative positions of 
these modules and the communication paths among 
them may also change. Therefore, MRUR perception 
should coordinate local estimates, global communica‐
tion, and global state consistency under changing 
topology.

Communication is the foundation of global per‐
ception. In MRURs, communication uncertainty is am‐
plified by modularity and reconfiguration. The com‐
munication graph may change together with the me‐
chanical topology, causing variations in link quality, 
transmission delay, packet availability, and clock syn‐
chronization among sensor-bearing modules. This is‐
sue is already implied in existing modular underwater 
systems: Zheng et al. (2025), Lan et al. (2026), and Si 
et al. (2026) emphasized shared communication and 
power interfaces for multi-module underwater config‐
urations, while RS-ModCubes and self-reconfigurable 
robotic fish swarms rely on module-level communica‐
tion for docking, state exchange, and coordinated mor‐
phology formation. Related Bluetooth and Bluetooth 
low energy (BLE) modular and sensor-network studies 
further show that timing consistency and low-latency 
communication are important for reliable distributed 
coordination (Moeckel et al., 2006; Bideaux et al., 
2015). Consequently, measurements from different 
modules may reach the fusion center or neighboring 
estimators with inconsistent timestamps, outdated 
topology information, or incorrect spatial associations. 
Therefore, MRUR perception requires estimation 
methods that can tolerate delayed, asynchronous, and 
topology-dependent information exchange. Distribut‐
ed Kalman filtering, consensus-based estimation, and 
decentralized pose-graph fusion provide useful algo‐
rithmic foundations for this problem because they 
allow individual modules to maintain local estimates 
while exchanging compact state or information sum‐
maries to preserve system-level consistency under 
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changing module configurations (Olfati-Saber, 2006; 
Walls and Eustice, 2013; Ji et al., 2017).

Overall, distributed perception for MRURs re‐
mains at an early stage. A better distributed percep‐
tion system can be established by defining unified 
sensing and communication standards at the module-
interface level and integrating them with distributed 
optimization algorithms.

4 Control strategy for MRURs 

Before deriving the dynamic model of an MRUR 
system, the reference frames are defined, including 
the earth-fixed frame, the body-fixed frame, and the 
module-fixed frames, as illustrated in Fig. 6a. Follow‐
ing the standard underwater vehicle modeling frame‐
work proposed by Fossen (2011), the six-degree-of-
freedom (6-DOF) dynamics can be written as:

M (θ ) ν̇ +C(θ ν)ν +D(θ ν)ν + g(η θ)= τact + τenv

where θ denotes the current modular configuration 
vector; η denotes the generalized position and orienta‐
tion vector of the robotic system; ν and ν̇ are the gen‐
eralized velocity and acceleration vectors, respectively; 
M(θ), C(θ ν), D(θ ν), and g(η θ) represent the iner‐
tia matrix, Coriolis and centripetal matrix, hydrody‐
namic damping matrix, and restoring force vector, re‐
spectively. The vectors τact and τenv denote the actuator-
generated control input and environmental distur‐
bance induced by currents.

Unlike fixed-geometry underwater vehicles, 
MRURs experience configuration-dependent changes 
in inertia, hydrodynamic parameters, buoyancy distri‐
bution, actuator layout, and sensing arrangement dur‐
ing docking, detaching, or rearrangement. These changes 
alter both the dynamic model and the control effec‐
tiveness of the system, making purely analytical hy‐
drodynamic modeling difficult and configuration spe‐
cific. Although simplified parametric models are useful 
for reducing computational complexity, they inevi‐
tably neglect part of the detailed hydrodynamic cou‐
pling, module-interaction effects, and configuration-
dependent disturbances introduced by reconfigura‐
tion. Therefore, such models usually need to be com‐
bined with data-driven identification or online calibra‐
tion to compensate for configuration-induced uncer‐
tainties (Zhang and Katzschmann, 2022; Parra Rubio 

et al., 2023). On this basis, MRUR controllers must 
explicitly account for topology variation, docking un‐
certainty, actuation redundancy, and multi-module co‐
ordination rather than relying on a fixed-geometry 
control model (Johansen and Fossen, 2013; Dang et al., 
2022, 2023; Zheng et al., 2025; Lan et al., 2026).

4.1 Topology structure control strategy

Control of MRURs should not be treated as the 
control of a fixed rigid-body underwater vehicle. The 
defining difficulty is that the physical topology of the 
robot can change when modules are added, removed, 
docked, separated, or rearranged. Therefore, MRUR 
topology-structure control should be designed as a 
configuration-aware framework coupled with the 
topology-aware perception architecture described in 
Section 3.1. By representing the current configuration 
as a graph Gk = (Vk Ek ), the system can first identify 
the active module topology and then update the corre‐
sponding dynamic parameters, thrust-allocation ma‐
trix, control constraints, and feedback gains according 
to the current morphology.

Existing MRUR studies provide several repre‐
sentative solutions. SeaDrone introduced a task-oriented 
reconfigurable thruster layout, where different geo‐
metric arrangements were used to optimize task-space 
control capability and actuator redundancy (Moreno 
and Chung, 2014). Lan et al. (2026) developed an 
MRUR with five assembly modes and used an inte‐
gral sliding-mode controller to maintain robust trajec‐
tory tracking across different configurations, show‐
ing that robust control can reduce the need to rede‐
sign a separate controller for every morphology. RS-
ModCubes further demonstrates that standardized cubic 
modules can form scalable underwater morphologies, 
which requires the control framework to update the 
mapping between module-level actuation and glob‐
al motion after assembly (Zheng et al., 2025). In min‐
iature MRURs, synthetic-jet modules form different 
motion configurations with corresponding motion 
schemes, illustrating that topology control can also be 
expressed as the selection of propulsion layouts and 
module functions at small scales (Wang et al., 2024).

From a control-design perspective, topology-
structure control can be formulated as a two-layer 
problem. The upper layer selects or recognizes the 
robot configuration according to task requirements, 
environmental constraints, energy cost, and available 
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Fig. 6  MRUR modeling and control techniques: (a) coordinate definition, i.e., body-fixed and earth-fixed frames (González-
García et al., 2022); (b) thruster configuration and control allocation, mapping from virtual control space to actual control 
space via weighted pseudoinverse (Omerdic et al., 2020); (c) simplified framework and detailed workflow of the reinforcement 
learning-based morphology generation method for reconfigurable robots (Kalimuthu et al., 2023). CPP is the coverage 
path planning; FBCPP is the footprint-based coverage path planning. For more details about the variables in this figure, please 
refer to the corresponding references
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modules. The lower layer performs configuration-
dependent motion control and control allocation. For 
overactuated or redundantly actuated underwater sys‐
tems, control allocation methods are especially impor‐
tant because the same desired wrench can be produced 
by different actuator combinations. Energy-efficient 
configuration and control allocation for dynamically 
reconfigurable underwater robots have been studied 
using constrained optimization, where mechanical 
limits, actuator saturation, dead zones, and energy-
like objectives are considered simultaneously (Dang 
et al., 2023). Although not every dynamically recon‐
figurable underwater vehicle is a strict MRUR, this 
optimization-based idea is highly relevant because 
MRUR topology changes similarly require the control 
allocator to update actuator mappings and constraints. 
More generally, constrained underwater control allo‐
cation and ROV allocation studies provide useful 
tools for MRURs with redundant thrusters or module-
level actuation (Omerdic et al., 2020; Kou et al., 
2021).

4.2 Docking, separation, and reconfiguration control

Docking, separation, and reconfiguration control 
in MRURs should be understood along a spectrum 
from manual reconfiguration to autonomous self-
reconfiguration. Currently, many MRUR platforms are 
manually assembled or reconfigured before deploy‐
ment. In these systems, the main control problem is 
not autonomous docking but configuration recogni‐
tion, controller switching, and recalculation of the 
thrust-allocation matrix after the physical topology 
has changed. SeaDrone and Lan et al. (2026)’s MRUR 
are representative examples: their module or thruster 
layouts can be changed to support different task re‐
quirements, but the controller mainly operates after 
the target configuration has been established (Moreno 
and Chung, 2014; Lan et al., 2026).

Autonomous docking and self-reconfiguration 
represent a more demanding stage. In this case, mod‐
ules must approach, align, connect, and verify the new 
topology and then switch from independent module 
control to coupled-body control. Early work, such as 
AMOUR, demonstrated the feasibility of underwater 
modular docking, while Vasilescu et al. (2005) and 
Mintchev et al. (2012) showed that separated modules 
could navigate and reassemble underwater. REMORA-
related studies further treated reconfiguration as a 

planning and control problem: Furno et al. (2017) 
used an energy heuristic and Basic Theta* search to 
plan transitions between module morphologies, and 
Nielsen (2018) developed modeling and docking-
control methods for modular underwater robots with 
arbitrary interconnections.

Recent platforms continue to show that docking 
control must be coupled with connector mechanics. 
RS-ModCubes uses electromagnets and hovering dock‐
ing to support underwater assembly, but stable con‐
nection still depends on relative-motion regulation, 
capture tolerance, and postdocking stabilization (Zheng 
et al., 2025). Joint-level studies on underwater autono‐
mous docking and separation also indicate that align‐
ment tolerance, locking reliability, and separation force 
must be considered together with the control se‐
quence (Zhang Y et al., 2025). For compact systems 
such as synthetic-jet MRURs, different assembled 
morphologies correspond to different motion primi‐
tives, so the controller must update its available action 
set after reconfiguration (Wang et al., 2024).

In summary, reconfiguration control in MRURs 
includes two levels: for manually reconfigured sys‐
tems, the key issue is configuration-dependent con‐
troller switching; for autonomous self-reconfiguring 
systems, the key issue is hybrid control across ap‐
proach, connection, topology verification, and post‐
docking stabilization.

4.3 Propulsion unit allocation and redundancy 
control

Since an MRUR system typically exhibits a re‐
dundant structure characterized by multiple thrusters 
and fewer DOFs (Fossen, 2002), a critical issue in its 
control architecture is how to map high-level decision 
commands to low-level actuation. Specifically, the ac‐
curate mapping of the desired 6-DOF forces and mo‐
ments to individual thrusters under actuation redun‐
dancy is essential for achieving stable motion control 
of MRUR (Dang et al., 2023).

Lan et al. (2026) solved the problem of thruster 
allocation and redundant control by using the integral 
sliding-mode controller (ISMC) algorithm combined 
with pseudoinverse allocation to compute the required 
thrust for each thruster. RS-ModCubes adopts a simi‐
lar thrust allocation scheme, mapping the desired 6-
DOF forces and moments to thrust outputs of eight 
thrusters (Zheng et al., 2025).
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To further improve reconfigurability and robust‐
ness, various optimization algorithms can be intro‐
duced on the basis of the pseudoinverse method, in‐
cluding weighted pseudoinverse (Omerdic et al., 2020; 
Vu et al., 2021), null-space redundancy optimization 
(Tohidi et al., 2016), and thruster saturation con‐
straints (Kou et al., 2021), as shown in Fig. 6b. These 
approaches achieve thruster allocation with minimum 
energy consumption, load balancing, and fault toler‐
ance from different perspectives. This enables the 
MRUR to maintain stable and efficient omnidirec‐
tional motion even under complex hydrodynamic en‐
vironments and frequent module reconfiguration.

Overall, thruster redundancy is a key bridge 
between MRUR topology reconfiguration and motion 
control. Current MRURs mainly rely on pseudoin‐
verse allocation to map desired 6-DOF forces and mo‐
ments to individual thrusters, but future systems should 
move toward configuration-aware optimal allocation. 
By updating the allocation matrix, actuator weights, 
and constraints after each topology change, MRURs can 
use redundant thrusters not only for motion generation 
but also for energy optimization, load balancing, satu‐
ration handling, and fault-tolerant control (Corradini 
and Cristofaro, 2016; dos Santos et al., 2016; Tohidi 
et al., 2016; Omerdic et al., 2020; Zheng et al., 2025; 
Lan et al., 2026).

4.4 Distributed coordination control

Distributed coordination control in MRURs con‐
cerns how multiple module-level controllers are orga‐
nized to generate coherent system-level motion. The 
main issue is not only communication among mod‐
ules but also how control authority, actuator com‐
mands, and module roles are redistributed after each 
topology change.

Existing MRUR platforms show different levels 
of coordination. In centralized architectures, a main 
controller computes the desired motion and sends 
commands to distributed actuation modules. Lan et al. 
(2026)’s MRUR follows this pattern: sensing and con‐
trol computations are concentrated in the main mod‐
ule, while actuation commands and power are trans‐
mitted to other modules through a bus-based architec‐
ture. This design is simple and suitable for small mod‐
ule numbers, but it relies on the reliability of the cen‐
tral controller and the communication/power bus. In 
more integrated architectures, each module contains 

local sensing, computation, propulsion, and docking 
interfaces. RS-ModCubes represents this direction be‐
cause each cube can operate as a functional robotic 
unit and then participate in larger assembled morphol‐
ogies (Zheng et al., 2025). Synthetic-jet MRURs and 
self-reconfigurable robotic fish swarms further show 
that compact modules may require local control logic 
for different motion primitives, docking states, and 
collective morphologies (Wang et al., 2024; Si et al., 
2026).

Although MRUR-specific distributed control is 
still limited, multi-AUV coordination studies provide 
useful algorithmic foundations. Formation-control 
methods with alterable communication topology and 
time-varying delay show how coordinated controllers 
can maintain stability when the communication graph 
changes (Yu et al., 2022). Distributed model predic‐
tive control (MPC) provides another useful direction: 
alternating direction method of multipliers (ADMM)-
based distributed MPC decomposes the formation-
control problem into local optimization subproblems 
coupled by formation constraints, while distributed 
dual closed-loop MPC incorporates disturbance obser‐
vation and collision avoidance for multi-AUV sys‐
tems (Zhao et al., 2022; Zhang et al., 2023). These 
methods are not MRUR specific, but they are relevant 
because MRURs also require local controllers to satisfy 
global motion constraints under limited communica‐
tion, hydrodynamic disturbances, and changing inter-
module topology.

In summary, MRURs should adopt a configuration-
aware hierarchical control architecture. The global 
layer updates the topology graph, module roles, and 
control-allocation structure, while local module con‐
trollers execute constrained motion commands and co‐
ordinate with neighboring modules. This architecture 
enables module-level autonomy while preserving system-
level motion stability after docking, separation, and 
reconfiguration.

4.5 Control execution architecture

Motion control in MRURs essentially coordi‐
nates the thrust output of each thruster according to 
high-level decisions to achieve ideal control of the 
system’s 6-DOF motion state. Most MRUR projects 
follow the execution architecture shown in Fig. 7.

The deployment of the central decision-making 
module can generally be summarized into two typical 
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architectures: centralized control architecture and dis‐
tributed control architecture.

In the former, the system undertakes global task 
planning and decision-making through one core module; 
each functional module reports status to the center via 
a communication link and executes the control com‐
mands issued by it. For example, the Raspberry Pi used 
by Lan et al. (2026) and the NVIDIA Jetson NX used 
in RS-ModCubes serve as the brain core of the entire 
system.

In the latter, a microcontroller unit (MCU) con‐
trol unit is directly integrated inside each module. The 
system no longer relies on a unified central brain but 
achieves cooperative control through lightweight or 
wireless communication. For instance, each module 
in the synthetic jet MRUR platform integrates an MCU 
and BLE (Wang et al., 2024).

Regardless of the architecture, pose solving and 
navigation path planning are accomplished using the 
received perception data and system-set targets.

According to the selected motion control strategy, 
the central decision-making module converts behav‐
ioral objectives into desired force vectors for each 
thruster and sends commands to each thruster module 
via the controller area network (CAN) bus or univer‐
sal asynchronous receiver-transmitter (UART) com‐
munication. The MCU inside the thruster module con‐
verts the received commands into high-frequency 
pulse-width modulation (PWM) signals to drive the 
electronic speed controller (ESC), thereby completing 
the closed-loop conversion from logical commands to 
physical rotational speed.

4.6 From reconfigurable to self-reconfigurable

The evolution from reconfigurable MRURs to 
MSRURs represents a shift from configuration-
dependent control to autonomous reconfiguration deci‐
sion making. In reconfigurable MRURs, the topology 
is usually selected before deployment or manually ad‐
justed according to task requirements, as shown in 
Fig. 8a. In MSRURs, by contrast, the system must au‐
tonomously determine whether a topology change is 
needed, which morphology should be selected, and what 
sequence of module transitions should be executed.

Self-reconfiguration requires algorithmic support 
at three levels. First, reconfiguration planning is needed 
to determine feasible intermediate morphologies and 
module-motion sequences. Graph-search methods, such 
as Basic Theta* and other energy-aware planning 
strategies, can reduce unnecessary module motion and 
avoid unstable intermediate configurations (Furno 
et al., 2017). Second, transition control is required to 
execute docking, separation, and topology switching 
under hydrodynamic disturbances. Predictive control 
is suitable for this stage because it can explicitly han‐
dle state constraints, actuator limits, energy costs, and 
time-varying model parameters during reconfigura‐
tion (García et al., 1989; Yan et al., 2020; Walker 
et al., 2025). Third, adaptive and learning-based model 
updating is needed after reconfiguration because each 
new topology changes the hydrodynamic parameters 
and control-effectiveness matrix. Adaptive control and 
data-driven identification can therefore provide online 
compensation for configuration-induced uncertainty 
(Åström, 1991; Fossen and Sagatun, 1991; Feczko 
et al., 2015; Faria et al., 2024; Liu et al., 2024). The 
robotic fish swarms shown in Fig. 8 illustrate the pro‐
cess of module docking and the formation of various 
topological structures through self-reconfiguration.

Beyond these model-based and planning-based 
methods, artificial intelligence (AI) algorithms pro‐
vide an additional route for MSRURs to achieve higher 
autonomy under complex and uncertain reconfigura‐
tion conditions. Reinforcement learning has been used 
to automatically design adaptive controllers for modu‐
lar robots and to enable morphology-independent lo‐
comotion strategies that can adapt to different module 
arrangements and module faults (Varshavskaya et al., 
2008; Christensen et al., 2013). Graph neural net‐
works and modular policy architectures further pro‐
vide a natural way to encode the robot topology as a 

Fig. 7  Overall control framework diagram for MRUR 
systems
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graph, allowing the control policy to change with the 
hardware configuration rather than being redesigned for 

each morphology (Whitman et al., 2023). Deep reinforce‐
ment learning has also been explored for autonomous 

Fig. 8  Representative examples of manual reconfiguration and self-reconfiguration: (a) ASRR demonstrating the 
process of manual module reconfiguration (reprinted from (Yang ZY et al., 2024), Copyright 2024, with permission from 
IEEE); (b) robotic fish swarms illustrating the module docking and the formation of multiple topological structures 
through self-reconfiguration (Si et al., 2026)
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reconfiguration planning and task-oriented morphology 
generation, while multiagent reinforcement learning 
offers a distributed decision-making framework in 
which individual modules learn coordinated reconfig‐
uration behaviors under local interaction constraints 
(Song et al., 2021; Kalimuthu et al., 2023; Wu et al., 
2023). Although these AI-based methods have not yet 
been widely validated in underwater MSRURs, they 
provide promising algorithmic foundations for future 
systems that must combine structural awareness, au‐
tonomous topology selection, and adaptive coopera‐
tive control.

Therefore, self-reconfigurable control should 
be understood as an integrated framework that com‐
bines topology planning, hybrid transition control, 
configuration-aware model updating, and distributed 
coordination while enabling a higher level of autono‐
my. In the future, MRUR control systems are expected 
to integrate AI algorithms with structural awareness to 
support task-driven autonomous decision-making and 
adaptive cooperative control, thereby driving MRURs 
toward higher intelligence and autonomy.

5 Application scenarios and main challenges 
of MRURs 

5.1 Application scenarios

5.1.1　Narrow underwater area

Traditional AUVs are difficult to operate in shal‐
low water, rocky areas, or narrow confined spaces due 
to their large size and complex propulsion systems 

(Wang et al., 2024). In contrast, MRURs can reduce 
volume through modularization and reconfigure un‐
derwater to adapt to various underwater environments.

Karst caves are a typical application scenario 
for MRUR. They are characterized by narrow, tortu‐
ous, and irregular terrain, accompanied by strong cur‐
rents and rapidly changing hydrodynamic conditions 
(Williams, 2008), which pose great challenges to the 
size and operational stability of underwater robots 
(Abdullah et al., 2025). MRURs can adapt to various 
underwater requirements through topological transfor‐
mation. In the umbrella robot, the robot dynamically 
switches configurations by adjusting thruster angles 
αF and αB, where α denotes the thruster inclination 
angle, subscript F denotes the front thruster group, 
and subscript B denotes the back thruster group. In 
the 45° torpedo-like configuration, thrusters are aligned 
in the same direction to form a slender profile, en‐
abling efficient passage through narrow channels and 
resistance to strong current impacts. When switched to 
the 90° fully actuated configuration, 6-DOF motion 
control is achieved, allowing terrain mapping, current 
monitoring, and sample collection (Dang et al., 2022), 
as shown in Fig. 9. Moreover, it achieves both energy 
efficiency and actuation redundancy in practical appli‐
cations. The redundant thruster configuration pro‐
vides fault tolerance, and the configuration matrix can 
be optimized according to tasks to minimize energy 
consumption (Dang et al., 2023).

MRURs also exhibit outstanding advantages in 
pipeline operations. RS-ModCubes has undergone de‐
tailed experimental testing in pipelines. Before entering 

Fig. 9  The 3D models and physical prototype of the umbrella robot. Left: (a) open-forward and close-backward 
configuration; (b) close-forward and close-backward configuration; (c) open-forward and open-backward configuration. 
Right: the assembled physical prototype of the umbrella robot (Dang et al., 2023)
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narrow pipe sections, RS-ModCubes can be split into 
individual modules to reduce the cross-sectional area. 
When transportation or stable operation is needed, the 
modules can be reassembled into dual-module or 
multi-module structures. The paper demonstrates that 
the dual-module combination of RS-ModCubes suc‐
cessfully lifts a metal pipeline and passes through nar‐
row sections (Zheng et al., 2025). Furthermore, each 
module is equipped with eight obliquely arranged 
thrusters to provide redundant thrust, enabling precise 
attitude adjustment and small-displacement control in‐
side narrow pipelines.

In addition, the reconfigurable structure and dis‐
tributed propulsion systems of MRUR enable adap‐
tive morphological adjustment and cooperative opera‐
tion in constrained and complex environments such as 
shipwreck salvage and underwater archaeology (Xu 
et al., 2005; Hotta et al., 2023), demonstrating superi‐
or spatial adaptability and operational flexibility over 
conventional AUVs.

5.1.2　Applicable to common underwater scenarios

In addition to their special advantages in con‐
strained environments, MRURs also inherit the basic 
functions of conventional underwater vehicles as un‐
derwater robotic systems.

An MRUR system integrates navigation and 
attitude control modules. Based on multi-sensor fusion 
algorithms, it can achieve basic underwater motion 
functions, including autonomous navigation (Leonard 
and Bahr, 2016), constant-speed cruising (Gao et al., 
2021), depth keeping (Patil et al., 2022), and trajectory 
tracking (Li and Du, 2021).

Equipped with devices such as side-scan sonars, 
multi-beam echo sounders, water quality sensors, and 
high-resolution imaging systems, MRURs can per‐
form scientific sampling missions, including seabed 
terrain reconstruction (Campbell et al., 2015; Specht, 
2023), water parameter measurement and quality moni‐
toring (Eichhorn et al., 2013; Amran et al., 2021), ma‐
rine ecological surveys (Barrett et al., 2010; Kondo 
et al., 2014), offshore oil and gas exploration and de‐
velopment (Niu et al., 2009; Zagatti et al., 2018), and 
underwater pipeline safety monitoring (Waldner and 
Sadhu, 2024; Kasparavičiūtė et al., 2025). Further‐
more, the modular design allows flexible replacement 
of perception payloads according to mission require‐
ments, enabling a single platform to switch quickly 

among various detection modes without redesigning 
an entirely new platform for different tasks, which 
greatly improves mission versatility and execution ef‐
ficiency. Figs. 10a–10d present various common un‐
derwater applications.

As shown in Fig. 10e, when an MRUR system is 
equipped with manipulator arms, samplers, or capture 
tool modules, it can also perform complex operational 
functions, such as underwater target grasping (Huang 
et al., 2020; Bian et al., 2022), sediment sampling 
(Pierdomenico et al., 2015; Hwang et al., 2019), and 
other deep-sea operation tasks. Compared with tradi‐
tional large-scale AUVs, MRUR can achieve precise 
attitude adjustment through coordinated control among 
modules.

In emergency rescue and maritime accident re‐
sponse, the inherent redundancy of the modular de‐
sign further improves system reliability in search 
and rescue operations (Venkatesan, 2016). In vari‐
ous hazardous and sudden situations, the loss of a 
single propulsion unit does not compromise the in‐
tegrity of the entire mission. In addition, MRURs 
with amphibious capability can achieve cross-medium 
maneuvering under complex conditions (Yang ZY 
et al., 2024). Integrated with communication, multi‐
ple MRURs can collaboratively perform tasks such 
as search grid scanning, target positioning, and obsta‐
cle removal (Cai et al., 2023; Zhou et al., 2025), im‐
proving the efficiency and coverage of search and 
rescue. Fig. 10e illustrates the collaborative work of 
multiple MRURs.

5.2 Main challenges

5.2.1　Connection stability

Physical reconfiguration, as the core feature of 
MRURs, brings structural advantages while also intro‐
ducing more technical challenges. As discussed in 
Section 2.3 on connection mechanisms, MRURs com‐
monly rely on magnetic adsorption and mechanical 
latches for module coupling. However, fluid distur‐
bances, collisions, pressure variations, and attitude cou‐
pling in underwater environments can significantly de‐
grade connection stability (Zheng et al., 2025). Mag‐
netic coupling facilitates structural assembly and self-
reconfiguration but is prone to slippage under external 
loads. In addition, contact-based electrical connections 
suffer from issues such as corrosion (Mroczkowski, 
1985), increased contact resistance (Bryant, 1994), and 
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fretting wear (Siddaiah et al., 2019) during long-term 
underwater operation, leading to communication inter‐
ruptions or unstable power supplies. Balancing fast 

reconfigurability with improved connection strength and 
durability remains a major challenge for the practical 
deployment of MRUR.

Fig. 10  Application scenarios of MRURs: (a) seabed terrain reconstruction using multi-beam sonar (map of the Mid-
Cayman Spreading Centre) (Wynn et al., 2014); (b) underwater robot with region-based convolutional neural network 
(R-CNN) pretraining identifying objects in complex underwater environments (sea urchin identification is used as an 
example) (Doig et al., 2025); (c and d) schematic diagram of underwater pipeline monitoring using a vision camera and 
the actual image obtained in application (Bobkov et al., 2023); (e) soil sampling scene in the CoppeliaSim simulator 
(Konoplin et al., 2024); (f) schematic diagram of collaborative search and rescue operations of MRUR in cross-medium 
marine emergency scenarios
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5.2.2　Perception fusion and communication reliability

Multi-sensor fusion in underwater environments 
is affected by uncertainties such as varying turbidity, 
increased sonar noise, and long-term drift of inertial 
navigation (Heshmat et al., 2025). Although fusion al‐
gorithms can improve the robustness of localization 
and perception through information complementarity, 
they also complicate data synchronization, time align‐
ment, and error modeling (Zhang et al., 2020; Wang 
KW et al., 2025), imposing higher requirements on 
on-board computing resources.

Most current projects use CAN, UART, or BLE 
communication methods with limited bandwidth, 
which is insufficient to support high-frequency sensor 
synchronization and data sharing (Fitch and Lal, 
2009; Hollinger et al., 2011; Walls and Eustice, 2013; 
Bideaux et al., 2015). In RS-ModCubes, inter-module 
communication relies on a CAN bus converter, but 
bandwidth bottlenecks, delay accumulation, and data 
packet collisions occur under multi-module coordina‐
tion (Zheng et al., 2025). Underwater wireless com‐
munication such as BLE exhibits obvious attenuation, 
short communication range, and high packet loss in 
synthetic jet MRUR, making high-precision coopera‐
tive control difficult to achieve in distributed architec‐
tures (Wang et al., 2024).

5.2.3　Configuration-aware control and robustness

Underwater currents, modeling errors, actuator 
faults, and hydrodynamic coupling among adjacent 
modules can reduce control accuracy. Robust control, 
MPC, and adaptive control have been widely studied 
for underwater vehicles (Yan et al., 2020; Li and 
Du, 2021), but their application to MRURs requires 
additional consideration of topology variation and 
modular redundancy. In future MRUR systems, con‐
trol strategies should integrate topology-aware per‐
ception, online model updating, fault-tolerant alloca‐
tion, and energy-aware optimization (Johansen and 
Fossen, 2013; Corradini and Cristofaro, 2016; Liu 
et al., 2024). Learning-based methods, such as physics-
informed neural networks, graph neural networks, and 
reinforcement learning, may further improve configu‐
ration adaptation, but their stability, safety, and real-
world underwater validation remain open challenges 
(Whitman et al., 2023; Wu et al., 2023; Zhao et al., 
2024).

5.2.4　Energy supply issues

The modular structure of MRURs enables two 
energy supply modes: an independent power supply 
for each module and a centralized power supply. A 
centralized power supply requires high-current trans‐
mission through magnetic contact points, which brings 
risks such as contact heating, voltage drop, corrosion, 
and safety issues. A distributed power supply, on the 
other hand, leads to unbalanced power levels among 
modules. RS-ModCubes, Aquabot, and MARES AUV 
(Cruz and Matos, 2008) all mention that the modular 
structure significantly increases the complexity of 
power management, power distribution, and energy 
consumption optimization. In addition, the high energy 
consumption caused by redundant thrusters results in 
insufficient endurance for MRURs in long-endurance 
tasks. How to achieve efficient energy management 
and a low-loss power supply under a modular archi‐
tecture is an important factor restricting the engineer‐
ing application of MRURs.

5.2.5　Industrial implementation challenges

Despite the significant advantages of MRUR in 
flexibility and adaptability, its engineering cost re‐
mains relatively high. Compared with conventional 
AUVs, the modular and reconfigurable design re‐
quires additional docking mechanisms, sealing struc‐
tures, and an MCU for each module, making the over‐
all system more expensive than the monolithic struc‐
ture of traditional AUVs. SeaDrone notes that modu‐
lar systems exhibit a remarkable increase in manufac‐
turing complexity, maintenance cost, and reliability 
verification cost (Moreno and Chung, 2014). Further‐
more, industrial scenarios impose extremely high re‐
quirements on reliability, while the reconfigurable na‐
ture of MRURs leads to longer verification cycles and 
greater certification difficulties. Therefore, the conflict 
between cost and reliability presents a major obstacle 
to the commercialization of MRUR.

Nevertheless, RS-ModCubes has achieved pio‐
neering progress in this regard. By adopting a stan‐
dardized unified architecture, multifunctional reuse, 
and a mature civilian supply chain during the design 
phase, the cost of each ModCube module (excluding 
the on-board computer) is approximately 800 USD, 
which is lower than that of conventional AUVs. The 
cost comparison is shown in Table 1.
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6 Conclusions and future development 

6.1 Summary

With the increasing complexity of marine mis‐
sions and diversity of operating environments, MRURs, 
as a new type of underwater system with both struc‐
tural reconfigurability and task adaptability, are be‐
coming an important development direction of intelli‐
gent marine equipment. This paper focuses on the re‐
search and discussion of three core technologies: mod‐
ular structure design, perception systems, and control 
strategies.

(1) Structure design. MRUR modules can be 
functionally classified into highly integrated modu‐
larity and function-separated modularity. Regardless 
of the classification method, the structural design can 
generally be divided into two aspects: the pressure 
hull and the module connection structure. The phys‐
ical hull has evolved from traditional tubular rigid 
hulls to polygonal stress structures using flexible ma‐
terials. The module connection mechanisms fall into 
three categories: pure mechanical constraint, pure 
magnetic adsorption, and hybrid magnetomechanical 
actuation.

(2) Perception system. The sensors used in 
MRURs can be classified according to their type, 
sensing targets, and configuration architecture. After 
years of development in multi-sensor fusion, under‐
water robots are now capable of performing high-
precision mapping, autonomous obstacle avoid‐
ance, and target recognition in complex environ‐
ments. Compared with traditional underwater robots, 

MRUR faces additional challenges due to frequent 
configuration changes. To address this issue, exist‐
ing studies have gradually evolved from integration 
schemes that rely on fixed physical spatial layouts to‐
ward logically decoupled layered architectures, where 
standardized hardware and software modules enable 
improved maintainability, scalability, and rapid sensor 
reconfiguration.

(3) Control strategy. Compared with conventional 
underwater robots, the dynamic modeling of MRURs 
is more challenging due to configuration changes that 
lead to variations in hydrodynamic parameters. To ad‐
dress this issue, many existing studies adopt simpli‐
fied hydrodynamic models or establish dynamic mod‐
els based on experimental data. The motion control of 
MRURs essentially coordinates the thrust outputs of 
multiple thrusters according to high-level decisions, 
and stable motion control is typically achieved through 
methods such as proportional–integral–derivative (PID) 
control, robust control, and redundant thruster alloca‐
tion. In recent years, MRUR control systems have 
evolved from static control strategies based on pre‐
defined offline configurations toward task-driven ap‐
proaches that support online configuration evolution 
and dynamic reconfiguration.

6.2 Future development

Looking ahead, MRURs are expected to achieve 
deeper integration and coordinated development among 
structural design, perception, and control.

(1) Structural design. A composite structure com‐
posed of flexible shell materials and supporting frame‐
works provides a promising solution for ensuring 
structural stability and sealing reliability under high-
pressure environments. In the future, such design 
schemes are expected to become a key approach for 
enabling MRURs to overcome the challenges of high-
stress operations in extreme deep-sea environments. 
For inter-module connection mechanisms, achieving 
both rapid and robust connections remains a critical 
issue for future modular self-reconfiguration. Mag‐
netic connection is expected to become a mainstream 
technical direction. In particular, approaches such as 
optimizing magnetic flux control using electroperma‐
nent magnet technology, improving magnetic pole ar‐
rangements, and integrating mechanical limiters and 
guiding structures can ensure rapid docking while 
maintaining high-strength and stable connections, 

Table 1  Cost comparison between RS-ModCubes and 

common AUVs

Robot model

RS-ModCubes

Chasing M2

BlueROV2 
Heavy

BlueROV2

Girona 500

Cost per unit/
module (USD)

800

2500

4500

6000

>7000

Core difference

Modular design, 
reconfigurable and 
splittable

Traditional compact ROV, 
fixed configuration

Traditional heavy-duty 
ROV, multi-thruster 
configuration

Classic commercial small 
AUV, fixed configuration

Medium-to-large AUV, 
long-range design
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thereby providing a reliable structural foundation for 
self-reconfiguration operations.

(2) Perception system. Although simultaneous lo‐
calization and mapping (SLAM) techniques have 
been extensively studied in the AUV domain, their ap‐
plication in modular systems with reconfigurable con‐
figurations remains relatively limited. In the future, 
SLAM-based computation is expected to be more 
widely adopted in MRUR platforms. To address devi‐
ations and uncertainties introduced by modular recon‐
figuration, multi-sensor fusion methods are likely to 
evolve toward more adaptive, self-calibrating, and 
learning-driven approaches. By incorporating light‐
weight neural networks and self-supervised learning 
algorithms, the system can automatically adjust fu‐
sion strategies and weighting according to configura‐
tion changes, thereby maintaining stable perception 
performance while coping with sensing noise, drift, 
and environmental uncertainties.

(3) Control strategy. In the future, the develop‐
ment of control systems will be more tightly inte‐
grated with perception systems, forming a perception–
control cooperative framework. With the support of 
perception modules, a multilayer collaborative control 
architecture based on state estimation, environment 
understanding, and task planning can be established 
to enable task-oriented self-reconfiguration control. 
At the algorithmic level, more AI and learning-based 
mechanisms are expected to be introduced. On the 
one hand, MPC combined with deep learning is likely 
to become an important research direction, where 
physics-informed neural networks can adaptively 
compensate for unknown terms in traditional dynamic 
models. On the other hand, techniques such as adap‐
tive reinforcement learning and neural-network-based 
self-tuning controllers will be applied to enhance the 
system’s ability to respond rapidly to unknown environ‐
mental disturbances and to achieve optimized control 
performance.

MRURs have broad application prospects in un‐
derwater exploration, ecological monitoring, energy 
infrastructure inspection, disaster response, and scien‐
tific investigation. With continued technological ad‐
vancements, MRUR is expected to overcome the limi‐
tations of conventional underwater robots character‐
ized by fixed configurations and single-task opera‐
tions, thereby providing stronger support for deep-sea 
scientific research and marine resource utilization.
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